
The M56 brings NAD’s penchant for performance to the exciting Blu-ray Disc format.  As part of the NAD Masters Series, 

this new player exhibits a masterful level of industrial design and a remarkably solid build quality that you simply won’t 

find in other Blu-ray players.  Brimming with the latest features like BD Live Network connectivity, the M56 offers a true 

High Definition source for digital home theatre systems.

This premium Blu-ray player is the perfect signal source for the most sophisticated HD home theatres.  With full support 

for the latest HD audio and video formats, as well as compatibility with your existing DVD and CD collections, the M56 

will always deliver the best possible performance.

> Blu-ray Disc Features

Full support for BD Live Network Connectivity (Profile 

2.0), Picture-in-Picture, Deep Colour and xvYCC 

extended colour space.

> Media Streaming

Expand your home theatre by connecting to your home 

network through the built-in Wi-Fi or ethernet port.

> Super Fast Loading 

Stop waiting to watch your favourite movie with instant 

open and only seconds to get picture, sound, and 

navigation. 

> Stunning Video Performance

Supports 1080p/24 video resolution. Even standard 

definition DVDs get a boost from NAD’s upscaling 

engine with resolution up to 1080p over HDMI.

> Studio Master Audio Performance

Onboard decoding for the latest lossless high bit rate 

music formats from Dolby TrueHD and DTS Master 

Audio 7.1. 

> Analogue 7.1 Channel Audio Output

Reproduce the latest HD audio formats with any AV 

receiver that offers 5.1 or 7.1 input.

M56 Blu-ray Disc Player with Wi-Fi

Features



DISC & VIDEO FORMATS
 BD, BD-ROM, BD-R, BD-RE
 DVD, DVD-R, DVD-RW, DVD+R
 CD, CD-R, CD-RW
 JPEG, GIF, PNG, DivX, AVCHD, MPEG 2, MPEG 4, VC-1
 DivX HD
 1080p upscaling of SD DVD (HDMI only)
AUDIO FORMAT BITSTREAM
 LPCM, Dolby TrueHD, Dolby Digital, Dolby Digital Plus, DTS, DTS-HD MA, MP3, WMA
AUDIO FORMATS DECODED
 Dolby TrueHD, Dolby Digital, Dolby Digital Plus, DTS, DTS-HD Master Audio 7.1, MP3, WMA
BLU-RAY FEATURES
 1080p 24/50/60Hz
 Picture-in-picture, Network/BD Live 2.0
 Simultaneous playback of SD and HD
 Mixed presentation of dual audio
CONNECTIVITY
 HDMI (1.3)
 Component Video
 Composite Video
 Digital Audio – Coax and Optical
 Analogue Audio – 2 channel mix-down
 Analogue Audio – 7.1 channel 
 IR Input
 IEC Detachable AC cord
 Ethernet
 Wi-Fi
 USB 2.0 Playback
 USB HD (NTFS/FAT) Recording and Playback support
 Onboard memory for BD Live
TECHNICAL 
 HDMI V1.3
 12bit/148MHz Video DACs
 24bit/192kHz Audio DACs
 <1W Standby Power Consumption
 Auto Standby
 BR 2 IR Remote Control
GENERAL 
 Power Requirements
 Standby power
 Unit Dimension (W x H x D) Gross*
 Net weight
 Shipping weight
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AC 110V - 240V 50/60 Hz
<0.7W

435 x 114 x 272.15mm
8.5kg
14kg

NAD Electronics International reserves the right to change specifications or features without notice. NAD is a registered trademark of NAD Electronics
International. All rights reserved. No part of this publication may be reproduced, stored, or transmitted in any form whatsoever without the written
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*Gross dimensions include feet, extended buttons and rear panel terminals.
Note: Installers should allow a minimum clearance of 55mm for wire/cable management.

Features and Specifications 
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P O W E R  R A T I N G 110-240V    50/60Hz 26W

M O D E L M56 Blu-ray Disc Player

NA D E L E C T R ONIC S  INT E R NAT IONA L
633 GRANITE COURT, PICKERING, ON CANADA L1W 3K1

DESIGNED & ENGINEERED IN CANADA, CUSTOM 
MANUFACTURED TO NAD SPECIFICATIONS IN CHINA
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