
Power supply for tube heating
and function control as well as
high-voltage generation for
tube stage

Balancing stage for unbalanced 
inputs with high precision
ICs (TI OPA2107)

HF input filter section with
selected precision capacitors

Power supply for transistor section
with more than 20,000 µF capacity
for extremly clean voltage

magnetically shielded 75 VA toroidal core transformer
for supply of tube section

Input slection by relays with
gold-plated contacts

magnetically shielded 75 VA toroidal core transformer
for supply of transistor section
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Fully balanced transistor stage;
powered by 4 x OPA 627



Fully balanced tube amplification stage
with selected dual triodes;
type E83CC / 12AX7 (left channel)

Fully balanced tube amplification stage
with selected dual triodes;
type E83CC / 12AX7 (right channel)
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selected 4-ch potentiometer



Massive aluminium top cover, brushed and
anodised (silver or black); with integrated damping

Turning knobs, push buttons, retaining
pins and logo made of massive, high
gloss finished and chromed brass

Massive, 10 mm thick aluminium front panel,
brushed and anodised (silver or black)
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Headphone output (6.3 mm), covered by a
removable plug made of chromed brass

Phase reversal of the music signal



FIXED OUT: Uncontrolled output for connection
of an external headphone amplifier

2 balanced and 2 unbalanced outputs for
connection to a power amp; free choice
between AC coupled or DC coupled outputs
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